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Bateria Sony Vaio VGP-BPL13 VGP-BPS22A
4400mAh

Dostępność Zapytaj o dostępność

Czas wysyłki 24 godziny

Numer katalogowy 09343

Kod producenta BL155

Producent Brak

Opis produktu
Akumulator do laptopów Sony Vaio VGP-BPL13 VGP-BPS22A VGP-BPL22 4400mAh

Specyfikacja techniczna

Producent laptopa: SONY
Napięcie: 11.1V (pełna zgodność z 10.8V)

Pojemność : 4400 mAh
Ilość ogniw: 6
Kolor: czarny
Waga:  306 g

Typ: Li-ion

Zamiennik następujących akumulatorów

VGP-BPS22, VGP-BPS22A, VGP-BPL22, BPS22, BPS22A

Przeznaczony do następujących notebooków:

SONY VAIO:
VPC-EA100C, VPC-EA12EA, VPC-EA12EG, VPC-EA12EH, VPC-EA12EN, VPC-EA13EH, VPC-EA13EN, VPC-EA15FA,
VPC-EA15FG, VPC-EA15FN, VPC-EA16EC, VPC-EA16EC/B, VPC-EA16EC/L, VPC-EA16EC/P, VPC-EA16ECW, VPC-
EA16EC/W, VPC-EA16FA, VPC-EA16FG, VPC-EA16FH, VPC-EA16FW, VPC-EA17FG, VPC-E1Z1E, VPC-EA1, VPC-

EA12EA/BI, VPC-EA12EG/WI, VPC-EA12EH/WI, VPC-EA12EN/BI, VPC-EA13EH/L, VPC-EA13EN/L, VPC-EA15FA/B, VPC-
EA15FA/P, VPC-EA15FA/W, VPC-EA15FG/B, VPC-EA15FG/P, VPC-EA15FG/W, VPC-EA15FN/L, VPC-EA16E, VPC-
EA16EC, VPC-EA16EC/P, VPC-EA16FA/B, VPC-EA16FA/L, VPC-EA16FA/P, VPC-EA16FA/W, VPC-EA16FG/B, VPC-

EA16FG/G, VPC-EA16FG/L, VPC-EA16FG/P, VPC-EA16FG/W, VPC-EA16FH/B, VPC-EA16FH/G, VPC-EA16FH/L, VPC-
EA16FH/P, VPC-EA16FH/W, VPC-EA17FG/B, VPC-EA17FH/B, VPC-EA18EC, VPC-EA18EC/L, VPC-EA1AGG/BI, VPC-

EA1BGN/BI, VPC-EA1S, VPC-EA1S1E, VPC-EA1S1E/B, VPC-EA1S1E/G, VPC-EA1S1E/L, VPC-EA1S1E/P, VPC-
EA1S1E/W, VPC-EA1Z1E, VPC-EA21EG/BI, VPC-EA21EH/BI, VPC-EA21EN/BI, VPC-EA21FDBJ, VPC-EA21FDPI, VPC-

EA21FDT, VPC-EA22EA/BI, VPC-EA22EG/BI, VPC-EA22EG/WI, VPC-EA22EH/WI, VPC-EA22EN/WI, VPC-EA22FXG, VPC-
EA22FXL, VPC-EA22FXP, VPC-EA23EH/B, VPC-EA23EH/L, VPC-EA23EH/P, VPC-EA23EH/W, VPC-EA23EN/B, VPC-
EA23EN/L, VPC-EA23EN/P, VPC-EA23EN/W, VPC-EA25EC, VPC-EA25FA/B, VPC-EA25FA/P, VPC-EA25FA/W, VPC-
EA25FG, VPC-EA25FG/B, VPC-EA25FG/L, VPC-EA25FG/P, VPC-EA25FG/W, VPC-EA25FN/L, VPC-EA26FA/BQ, VPC-

EA26FA/N, VPC-EA26FA/PJ, VPC-EA26FF/B, VPC-EA26FF/P, VPC-EA26FF/W, VPC-EA26FG/BQ, VPC-EA26FG/N, VPC-
EA26FG/PJ, VPC-EA27EC, VPC-EA28EC, VPC-EA2JFX/B, VPC-EA2JFX/G, VPC-EA2JFX/L, VPC-EA2JFX/P, VPC-

EA2JFX/W, VPC-EA2S1E/B, VPC-EA2S1E/G, VPC-EA2S1E/L, VPC-EA2S1E/P, VPC-EA2S1E/W, VPC-EA31EG/BI, VPC-
EA31EN/BI, VPC-EA32EA/BI, VPC-EA32EA/WI, VPC-EA32EG/BI, VPC-EA32EH/WI, VPC-EA32EN/BI, VPC-EA33EN/L,
VPC-EA35EC/BI, VPC-EA35FA/B, VPC-EA35FA/P, VPC-EA35FA/W, VPC-EA35FG/L, VPC-EA35FH/L, VPC-EA36FA/N,
VPC-EA36FF/B, VPC-EA36FF/P, VPC-EA36FF/W, VPC-EA36FG/B, VPC-EA36FG/BQ, VPC-EA36FG/G, VPC-EA36FG/L,
VPC-EA36FG/N, VPC-EA36FG/P, VPC-EA36FG/PJ, VPC-EA36FG/W, VPC-EA36FH/P, VPC-EA36FW/B, VPC-EA36FW/P,
VPC-EA36FW/W, VPC-EA37EC/P, VPC-EA37FA/B, VPC-EA37FG/B, VPC-EA37FH/B, VPC-EA37FW/B, VPC-EA38EC/L,

VPC-EA3BGN/BI, VPC-EA3M1E/B, VPC-EA3M1E/G, VPC-EA3M1E/L, VPC-EA3M1E/P, VPC-EA3M1E/V, VPC-EA3M1E/W,
VPC-EA3S1E/G, VPC-EA3S1E/L, VPC-EA3S1E/P, VPC-EA3S1E/W, VPC-EA42EA/BI, VPC-EA42EG/BI, VPC-EA42EG/WI,
VPC-EA42EH/WI, VPC-EA43EG/B, VPC-EA43EG/P, VPC-EA43EG/W, VPC-EA45FA/B, VPC-EA45FA/W, VPC-EA45FG/B,
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VPC-EA45FG/L, VPC-EA45FG/P, VPC-EA45FG/W, VPC-EA45FH/B, VPC-EA45FH/L, VPC-EA45FH/P, VPC-EA45FH/W,
VPC-EA46FG/B, VPC-EA46FG/L, VPC-EA46FG/W

VPC-EB11FD, VPC-EB12EG/BI, VPC-EB12EG/WI, VPC-EB12EN/BI, VPC-EB12EN/WI, VPC-EB12FX/BIC, VPC-
EB13FA/BI, VPC-EB13FA/WI, VPC-EB13FG, VPC-EB13FG/BI, VPC-EB13FG/WI, VPC-EB14EN/BI, VPC-EB14EN/WI, VPC-

EB15FA/B, VPC-EB15FA/W, VPC-EB15FG, VPC-EB15FG/B, VPC-EB15FG/P, VPC-EB15FG/W, VPC-EB15FH/B, VPC-
EB15FH/P, VPC-EB15FH/W, VPC-EB15FM/BI, VPC-EB15FM/T, VPC-EB15FW, VPC-EB15GB, VPC-EB16FG/B, VPC-
EB16FG/G, VPC-EB16FG/L, VPC-EB16FG/P, VPC-EB16FG/W, VPC-EB17FA/B, VPC-EB17FA/W, VPC-EB17FG, VPC-

EB17FG/B, VPC-EB17FG/W, VPC-EB17FW, VPC-EB18EC, VPC-EB18EC/T, VPC-EB18EC/WI, VPC-EB1AFJ, VPC-
EB1AGG, VPC-EB1AGG/BI, VPC-EB1AGJ, VPC-EB1AHJ, VPC-EB1AVJ, VPC-EB1E0E, VPC-EB1E1E, VPC-EB1E1E/WI,

VPC-EB1E9J, VPC-EB1E9J/BJ, VPC-EB1J, VPC-EB1J1E, VPC-EB1J1E/WI, VPC-EB1JFX/B, VPC-EB1JFX/G, VPC-EB1JFX/L,
VPC-EB1JFX/P, VPC-EB1JFX/W, VPC-EB1M0E, VPC-EB1M1E, VPC-EB1M1E/BJ, VPC-EB1M1E/T, VPC-EB1M1E/WI, VPC-
EB1S, VPC-EB1S0E, VPC-EB1S1E, VPC-EB1S1E/BJ, VPC-EB1S1E/WI, VPC-EB1Z1E, VPC-EB1Z1E/B, VPC-EB21EG/BI,

VPC-EB21EN/BI, VPC-EB21FDBQ, VPC-EB21FDWI, VPC-EB21FG/BI, VPC-EB21FG/PI, VPC-EB22EG/BI, VPC-
EB22EG/WI, VPC-EB22EN/BI, VPC-EB22EN/WI, VPC-EB23FG/BI, VPC-EB23FG/WI, VPC-EB24EN/BI, VPC-EB24EN/WI,
VPC-EB25FG/B, VPC-EB25FG/P, VPC-EB25FG/W, VPC-EB25FH/G, VPC-EB25FH/L, VPC-EB25FH/P, VPC-EB25FH/W,

VPC-EB25FW, VPC-EB26FA/B, VPC-EB26FA/W, VPC-EB26FF/B, VPC-EB26FG/B, VPC-EB26FG/G, VPC-EB26FG/L, VPC-
EB26FG/P, VPC-EB26FG/W, VPC-EB27FA/B, VPC-EB27FA/W, VPC-EB27FDG, VPC-EB27FDL, VPC-EB27FDP, VPC-

EB27FDW, VPC-EB27FG/B, VPC-EB27FG/W, VPC-EB27FX/L, VPC-EB2E1E/WI, VPC-EB2E9E/BQ, VPC-EB2JFX/B, VPC-
EB2JFX/G, VPC-EB2JFX/L, VPC-EB2JFX/P, VPC-EB2JFX/W, VPC-EB2L9E/BQ, VPC-EB2M0E/PI, VPC-EB2M0E/T, VPC-

EB2M0E/WI, VPC-EB2S1E/BQ, VPC-EB2S1E/PI, VPC-EB2S1E/WI, VPC-EB2Z1E/BQ, VPC-EB31EA/BI, VPC-EB31EA/PI,
VPC-EB31EA/WI, VPC-EB31EG/BI, VPC-EB31EG/PI, VPC-EB31EG/WI, VPC-EB31EN/BI, VPC-EB31FG/BI, VPC-

EB31FG/PI, VPC-EB31FG/WI, VPC-EB32EG/BI, VPC-EB32EG/WI, VPC-EB32EN/BI, VPC-EB32EN/WI, VPC-EB33FG/BI,
VPC-EB33FG/WI, VPC-EB34EN/BI, VPC-EB34EN/WI, VPC-EB35FG/B, VPC-EB35FG/G, VPC-EB35FG/L, VPC-EB35FG/P,
VPC-EB35FG/W, VPC-EB35FH/B, VPC-EB35FH/L, VPC-EB35FH/W, VPC-EB35FW/P, VPC-EB35FW/W, VPC-EB36FA/B,
VPC-EB36FA/W, VPC-EB36FF/B, VPC-EB36FG/B, VPC-EB36FG/G, VPC-EB36FG/L, VPC-EB36FG/P, VPC-EB36FG/W,

VPC-EB37FG/B, VPC-EB37FG/W, VPC-EB37FH/B, VPC-EB37FW/B, VPC-EB37FW/W, VPC-EB3AGG/BI, VPC-EB3E1E/PI,
VPC-EB3E9E/BQ, VPC-EB3J0E/WI, VPC-EB3J1E/BQ, VPC-EB3J1E/T, VPC-EB3L0E/BQ, VPC-EB42EG/BI, VPC-

EB42EG/WI, VPC-EB43FG/BI, VPC-EB43FG/WI, VPC-EB44EA/BI, VPC-EB44EA/WI, VPC-EB44EN/BI, VPC-EB44EN/WI,
VPC-EB45FF/B, VPC-EB45FG/B, VPC-EB45FG/G, VPC-EB45FG/L, VPC-EB45FG/P, VPC-EB45FG/W, VPC-EB45FH/B,

VPC-EB45FH/L, VPC-EB45FH/W, VPC-EB45FW/B, VPC-EB45FW/P, VPC-EB45FW/W, VPC-EB46FA/B, VPC-EB46FA/W,
VPC-EB46FG/B, VPC-EB46FG/L, VPC-EB46FG/W, VPC-EB4E1E/WI, VPC-EB4E9E/BQ, VPC-EB4J0E/WI, VPC-

EB4L1E/BQ, VPC-EB4L1E/T, VPC-EB4L1E/WI, VPC-EB4L9E/BQ, VPC-EB4X0E/BQ, VPC-EBM1E
VPC-EC15FG/BI, VPC-EC15FGBI, VPC-EC1M1, VPC-EC1M1E, VPC-EC1M1E/WI, VPC-EC1S1E, VPC-EC1S1E/BJ, VPC-
EC1Z1E/BJ, VPC-EC25FDBJ, VPC-EC2E9E/BJ, VPC-EC2M1E/WI, VPC-EC2RFX/BI, VPC-EC2S0E/WI, VPC-EC2S1E/BJ,

VPC-EC35FG/BI, VPC-EC4S0E/WI
VPC-EE25FG/BI, VPC-EE26FG/BI, VPC-EE2E1E/WI, VPC-EE2M1E/WI, VPC-EE2S1E/BQ, VPC-EE2S1E/WI, VPC-

EE36FG/WI, VPC-EE3L0E/WI, VPC-EE3Z0E/BQ
VPC-EF22FX/BI, VPC-EF2E1E/WI, VPC-EF2S1E/BI, VPC-EF2S1E/WI

Akumulator oryginalnie zapakowany w folię antystatyczną, zabezpieczony gąbką w kartonie

Stan: Nowy
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